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“SilJa” Ltd., Jelgavas road 16, Marupe civil parish, Riga district, LV-2138, LATVIA


GARDENING FILMS OFFER
	Three-Layered Tunnel films





	Tunnel films are made in the 3MATM technology. It means that they consist of three layers, assembled with one another in the stamping process, so that they make a coat of particular characteristics. This structure guarantees better durability, even in case of smaller thickness. Thus, the film is firm, and much more transparent and more light reaches the plants.

	Horticultural three-layered tunnel 3MA film

Stabilizations degree 
against the UV

Width
[m]

Length
[m]

Color
Roller's 
length
[cm]

UV-2

6

33

blue

155

6

33

blue

310

8

33

blue

210

12

33

blue

310

16

33

blue

310

UV-2 Anti-Condensative

12

33

blue

310

UV-3

12

33

yellow

310

16

33

yellow

310

UV-4

6

33

green

155

8

33

green

210

12

33

green

310

16

33

green

310

UV-5

12

33

pink

310

UV-6

12

33

transparent

310

Tunnel films

UV-2

6

33

blue

155

8

33

blue

210

12

33

blue

     310


	Ensilage films




	Three-layered films for lining silos, and for covering piles of ensilage. Specially modified to obtain higher resistance to perforation.

	Width
[m]

Length
[m]

Color
Roller's length
[cm]

6

33 ; 50

black

85

8

33 ; 50

110

10

33 ; 50

160

12

33 ; 50

160

14

33 ; 50

pack

8

33 ; 50

Black and white

                   210


	Ensilage for Mushrooms films




	Three-layered film used for growing mushrooms and applied as ensilage film.
	Width
[m]

Length
[m]

Thickness
[mm]

Color
Roller's length
[cm]

12

33

0,15

Three-layered 
black and white

310


	Perforated films




	For direct plant covering (flat coverages). 

Different kinds of perforation depending on cultivation specifications.


	Width
[m]

Thickness
[mm]

Color
Perforations kind

3,2

0,055

transparent

100 holes/m2 ø10 mm

4,2

0,055

transparent

100 holes/m2 ø10 mm

1,5

0,03

black

10 000 holes/m2 ø10 mm
Under-soaked mat


	Special Cultivation Foils



	Used for controlling of vegetation speed, for mulching, for soil-less crops.

	for controlled 
plants
cultivation 

full - covering 
black

6 x 0,08

30 - 50 kg roller

for periodical plants
covering to control the 
speed of vegetation

AGRO - STER
black and white
three layered 

3,6 x 0,07

120 m roller
300 m roller

For mulching

black 

1,2 x 0,055

160 m roller

particularly useful for 
cucumber and
strawberry bed
cultivation

AGRO - HYDRO
white 

3,6 x 0,05

120 m roller
300 m roller

three layered with a 
light reflection

AGRO - HYDRO 
black and white 

3,6 x 0,07

120 m roller
300 m roller

three layered with a
light reflection

Mulch film
black and white
Three-layered

3,6 x 0,05

300 m roller
400 m roller

Three-layered

For soil-less 
crops

AGRO - BAL
black and white 

0,23 x 0,07
0,28 x 0,07

sleeve

Three layered used in
soil-less crops for
peat, mineral wool, 
and coconut fibre
filling, and so on.

AGRO - BAL 
black and white 

1150 x 230 x 0,07
1150 x 280 x 0,07

      sacks
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	Energetic Screens





	For hanging in horticultural tunnels to improve thermal conditions.


	Color
Width x Thickness
[m x mm]

Market form

Transparent,
with high
clearance

3,2 x 0,03
1,6 x 0,03

300 m roller


	Horticultural Parted Sleeves




	For general usage in horticulture: for covering, shielding, and protecting against external impacts.


	Width
[mm]

Thickness
[mm]

Color
Winding
scheme

Market form

800
1000
1200
1500
1600

0,06

transparent
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30 kg


	Tarpaulins Made Of Horticulture films



	For covering small tunnels and for general usage in horticulture. 
	Available in three widths: 6m, 8m, 12m. Made of horticulture film stabilized against UV.

Available in three widths: 6m, 8m, 12m Made of horticulture film stabilized against UV

	Horticultural Adhesive Tape

	The tape may be perfectly applied for polythene film sealing, and gluing, film tunnel reparations, film sheet joining. May also be used in agriculture, and horticulture. The tape is greaseproof, weather resistant, UV resistant, fast to acid, and alkali habitat.
	parameter

value

Thickness

0,15 mm

Glue type

Acrylic

Adhesion

700 g / 25 mm

Evolving force

300 g / 25 mm

Tension strength

5 kg / 25 mm

Elongation

300%

Puncture voltage

9 kV

Temperature range

From -50oC to +900oC

Width

100 mm 

Length

25 m

Color
Transparent colorless
Diameter of core

                 76 mm
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